Weekly Metrics for March 24 - 30, 2002

I nstrunent Category Dat a RQMT'S Requi renment ** Actual Footnote
Cent er (GB) Expl anati on (GB)

ASTER L1A Prod EDC 680 1X Baseline 395 A
L1B Prod EDC 271 1X Baseline 96 A
L2-L3 Prod EDC 1,203 3x Baseline 199 A
Ar chi ve EDC 2,154 Basel i ne 690 A
Di strib* EDC 1,352 1X Baseline 688

CERES Archi ve LaRC 331 Basel i ne 430 B
Di stri b* LaRC 117 1X Baseline 67 B

Landsat 7 Archive EDC 1,071 250 Scenes 1,106
Di strib* EDC N A Based on Sales 100

M SR LO I ngest LaRC 249 1X Basel i ne 242
L1 Prod LaRC 3,323 3X Baseline 3,586
L2-L3 Prod LaRC 281 3X Baseline 134
Archi ve LaRC 3, 853 Baseline 3,977
Di stri b* LaRC 1,201 1X Baseline 141

MODI S LO I ngest GSFC 469 1X Basel i ne 168 D
L1 Prod GSFC 7,494 3X Baseline 6,744 D
L2-L4 Prod MODAPS 14,254 3X Baseline 1,707 C
Archive GSFC/ EDC/ NSIDC 22,216 Baseline 8,621 C
Di stri b* GSFC/ EDC/ NSI DC 7,249 1X Baseline 1,039

MOPI TT LO I ngest LaRC 1.9 1X Baseline 1 D
L1 Prod SI PS( NCAR) 1.7 3X Baseline 4 E
L2-L3 Prod SI PS( NCAR) 1.7 3X Baseline 3 E
Ar chi ve LaRC 5.3 Basel i ne 8 E
Di stri b* LaRC 1.2 1X Baseline 4

TOPEX Archi ve JPL 0.04
Distrib* JPL 115

Jason-1 Archi ve JPL 2

SEAW NDS Archive JPL 45
Di stri b* JPL 242

O her Archi ve JPL 77

M ssions Distrib* JPL 115

Not es:

A. Vol unmes of ASTER Levels 1A and 1B products are a function of production at

NASDA. ASTER Level 2 products are produced on demand, and the actual vol unes

may be significantly different fromrequirenents.
B. CERES netrics are for March 23 - 29, 2002
C. MODAPS did a lot of testing on the reprocessing string and very little
act ual
producti on was done
D. Terra spacecraft was transitioned to safehold node on 3/19, affecting LO
I ngest and L1 production.
E. MOPITT SIPS reprocessed 34-days’ year-1 data and transmtted them
to LaRC DAAC on 3/26

* Distribution requirenments represent the delivered capacity for distribution

Because distribution is based on user orders, the actual distribution
vol unes are significantly lower than the avail able capacity.

** Baseline requirenents refer to the 1996 EOSDI S techni cal baseline updated
wi t h changes approved through the ESDI S Project's configuration management
process (i.e., 2 X Baseline neans two tinmes the approved baseline).



